
To view a full selection of Samlex products visit our website at www.samlex.com

 MODEL NO.                                                                                           BS 500

ELECTRICAL

CONTINUOUS CURRENT 500 A

PEAK CURRENT 2000 A (250 msec)

CONNECT VOLTAGE   13.2 or 26.4 VDC (12 / 24V system)

DISCONNECT VOLTAGE 12.8 or 25.6 VDC (12 / 24V system)

STANDBY CURRENT 1.8  mA or 2.0 mA (12 / 24V system)

CONNECTIONS

BATTERY CONNECTIONS M8

OTHER CONNECTIONS Faston 6.3 mm

MICRO SWITCH FOR REMOTE STATUS INDICATION YES

START CONTACT YES

MECHANICAL

DIMENSIONS (L X W X D) 72 x 70 x 80 mm

WEIGHT 0.42 kg

Features
– Microprocessor controlled
– Prevents excessive discharging of the starter battery
– Charges both starter and service / household battery
– Automatic detection of 12 and 24V systems
– Bidirectional: current can flow both ways
– No voltage drop
– Easy installation, no changing of existing alternator circuit
– Gastight contacts
– Very low standby current

Applications
– Marine
– RV / Automotive
– Truck

12-24V/500A
BS 500
Battery
Separator

Model

BS 500
500 Amps
12-24 VDC

NOTE: Specifications are subject to change without notice

2 YEAR LIMITED WARRANTY


